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Category 5 2, 4 Pair UTP(Unshielded Twisted Pair)
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@ DESCRIPTION

Outer Diameter Weight Standard Length .
onar” e oo | %l | P

CAT.5 Solid B are Copper .
CMX,CM,CMR,LSZH 4 (24AWG) 50 9
@ SPECIFICATION @ FLAMETEST @ APPLICATION
> ANSI/EIA/TIA-568B.2 > UL 1581 (CMX) » High Speed Hor izontal Cabling (100MHz)
> ISO/IEC 11801 > UL 1685 (CM) » 155 Mbps ATM
> UL 444 > UL 1666 (CMR) » 10/100 Base-T
» |EC 60754, 332-1 » 100 Mbps Fast Ethernet

@ ELECTRICAL PROPERTIES

» Conductor Resistance 9.382 /100m |
» Resistance Unbalance 5.0% |

» Mutual Capacitance 5.6nF /100m |

» Capacitance Unbalance 330pF/100m |

Frequency Iﬁjpaerj:;j:(sztg) SRL IL NEXT DELAY SKEW
(MHZz) () (Min. dB) (MaxdB/100m) (Min. dB) (Max.ns/100m) (Max.ns/100m)
1.8 64.0

0.772 - -

1 100+ 15 23.0 20 62.0 570 45

4 100+ 15 23.0 4.1 53.0 - -

8 10015 23.0 58 48.0 - -
10 100+ 15 23.0 6.5 47.0 545 45
16 100+ 15 23.0 82 44.0 - -
20 100+ 15 23.0 9.3 42.0 - -
25 100+ 15 22.0 10.4 41.0 - -
31.25 100+ 15 21.0 1.7 39.0 - -
62.5 100+ 15 18.0 17.0 35.0 - -
100 100+ 15 16.0 22.0 32.0 538 45
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